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Professional Series Vinyl



VINYL PRODUCTS

POST MOUNT (PM) 
INSTALLATION SYSTEM

Fast and Easy Installation

No digging post holes or 
concrete

Easy to repair and adjust fence

Eliminates frost heave

Procedure:
Pound 1-7/8" or 2-3/8" OD Galvanized 
Pipe 3' - 4' into the ground  
(Pipe Length = Fence Height + 2')
Screw Post Sockets to top and bottom 
on length of pipe above ground
Sleeve Vinyl Post over sockets 
Assemble fence sections between posts

Alternately,  Vinyl Posts can be set 
directly into conventional “dug & poured” 
concrete piles (STD) “Everlasting Sty  le & Durability”

Sentry
4', 5', or 6' High
6' or 8' Long Panels
COLORS AVAILABLE:

White, Pebblestone,  
Almond, Clay, Stone

Manor
5' or 6' High
6' or 8' Long Panels
COLORS AVAILABLE:

White, Pebblestone,  
Almond

Estate
5' or 6' High
6' or 8' Long Panels
COLORS AVAILABLE:

White, Pebblestone,  
Almond

Ranch 3‑Rail
4' High
8' Long Panels
COLOR AVAILABLE:

White



VINYL PRODUCTS

“Everlasting Sty  le & Durability”

Semi-Privacy
4', 5', or 6' High
6' or 8' Post Spacing
COLOR AVAILABLE:

White

Mocha 
Walnut
4', 5', or 6' High
6' Post Spacing
For the look of wood 
without the hassle of 
constant maintenance

Colonial 
Flat Picket
3' or 4' High
6' Post Spacing
COLOR AVAILABLE:

White

Green Teak 
with Clay 
Frame Work
4', 5', or 6' High
6' Post Spacing

COLORS

CAPS

GATE HARDWARE

Adjustable Self Closing Steel 
Hinge (Black/White)

Single Swing Steel Gate 
Latch (Black/White)

Double Swing Steel Gate 
Latch (Black/White)

36" Steel Drop Rod 
(Black/White)

	 Pyramid	 New England	 Gothic

White

Pebblestone

Almond

Clay

Stone

Mocha Walnut

Green Teak
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Distributed By:

Why Choose Vinyl?
•	 Maintenance Free	 •	 Beautiful Styling
•	 Cost Efficient	 •	 Environmentally Friendly
•	 Lifetime Transferable Warranty	 •	 Premium Extruded Vinyl

Never Paint Again!

Professional Series Vinyl
Fence Style Fence 

Height Color Install 
Method

5"x5" 
Post 

Length
Post Spacing 

(Panel Length) Picket Rail

Sentry  
(Full Privacy)

4'
W-A-P-C-S PM

54"

6' or 8'  7/8" x 11.3"  
3-Panel T&G

Top & Bottom:  
1.5" x 5.5"

5' 66"
6' 78"
4'

W-A-P STD
78"

5' 96"
6' 108"

Estate  
(Privacy + Picket 

Accent)

5'
W-A-P PM

66"

6' or 8'
7/8" x 11.3"  
3-Panel T&G  

Accent: 7/8" x 1.5"

Top: 2" x 3.5"  
Mid & Bottom:  

1.5" x 5.5"

6' 78"
5'

W-A-P STD
96"

6' 108"

Manor  
(Privacy + Lattice 

Accent)

5'
W-A-P PM

66"

6' or 8'
7/8" x 11.3"  
3-Panel T&G  

Lattice: 1.25" x 1.25"

Top: 2" x 3.5"  
Mid & Bottom:  

1.5" x 5.5"

6' 78"
5'

W-A-P STD
96"

6' 108"

Semi Privacy

4'
W PM

54"

6' or 8' 7/8" x 6" Top & Bottom:  
1.5" x 5.5"

5' 66"
6' 78"
4'

W STD
78"

5' 96"
6' 108"

Ranch 3-Rail
4' W PM 54"

8' N/A Top Mid & Bottom:  
1.5" x 5.5"4' W STD 78"

Colonial  
(Picket Fence)

3'
W PM

42"

6' 7/8" x 3" Top & Bottom:  
2" x 3.5"

4' 54"
3'

W STD
66"

4' 78"

Colors: White (W),  Almond (A),  Pebblestone (P),  Clay (C),  Stone (S)
Install Method:  Post Mount (PM) or Standard Concrete Dig & Pour (STD)

Upgraded Commercial Specification available for up to 12' Fence Heights


